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TRAFFIC CONTROL AND RROTECTION FOR SIDE ROADS, INTERSECTIONS, AND DRIVEWAYS
NOTES: i
A _EOR_NO LANE RESTRICTION ON THE SIDE ROAD OR DRIVEWAYS B FOR_A LANE_CLOSURE ON A SIDE_ROAD OR DRIVEWAY:
USE APFLICABLE PORTIONS OF THE TYPICAL APPLICATION OF TRAFFIC
1. SIDE ROAD WITH A SPEED LIMIT OF 40 MPH (60 lkm/h} OR LESS AS CONTROL DEVICES (STD. 701501, STD, 701606 OR THE APPROPRIATE STANDARD).
SHOWN ON THE DRAWING AND AS DIRECTED BY THE ENGINEER: THE SPACING OF SIGNS AND BARRICADES SHALL BE ADJUSTED FOR FIELD
CONDITIONS AS DIRECTED BY THE ENGINEER. THE DIRECTIONAL ARROW
) ONE ROAD CONSTRUCTION AHEAD SIGN 36 x 36/(300x300) WITH A FLASHER SHALL BE COVERED OR REMOVED WHEN NO LONGER CONSISTENT WITH THE
AND FLAG MOUNTED ON IT APPROXIMATELY 200’ (60 m) IN ADVANCE SIDE ROAD LANE CLOSURE.
OF THE MAIN ROUTE.
C. ADVANCE WARNING SIGNS ARE TO BE OMITTED [ON DRIVEWAY UNLESS
b) THE CLOSED PORTION OF THE MAIN ROUTE SHALL BE PROTECTED BY OTHERMISE NOTED.
BLOCKING WITH TYPE 1, TYPE II OR TYPE IIl BARRICADES, 1/3 OF :
THE CROSS SECTION OF THE CLOSED PORTION.; D. THE TRAFFIC CONTROL AND PROTECTION FOR SIDE ROADS, INTERSECTIONS,
: AND DRIVEWAYS SHALL BE INCIDENTAL TO THE COST OF SPECIFIED TRAFFIC
2. SIDE ROAD WITH A SPEED LIMIT GREATER THAN 40 WPH (60 km/m) CONTROL STANDARDS OR ITEMS.
AS SHOWN ON THE DRAWING AND AS DIRECTED BY THE ENGINEER:
o) ONE ROAD CONSTRUCTION AHEAD SIGN 48 x 48 (1.2 m x 1.2 m) WITH A
FLASHER MOUNTED ON IT APPROXIMATELY 500° (150 m) IN ADVANCE
OF THE MAIN ROUTE. All dimensions gre In millmeters {nches)
b) THE CLOSED PORTION OF THE WAIN ROUTE SHALL BE PROTECTED BY unless ofherwise shown.
BLOCKING WITH TYPE i1l BARRICADES, 1/2 OF [THE CROSS SECTION REVISIONG
& OF THE CLOSED PORTION, ' NAME DATE ILLINOIS DERARTMENT OF TRANSPORTATION
3 :
34 3 WHEN THE SIDE ROAD LIES BETWEEN THE BEGINNING OF THE MAINLINE T RALHAACHER 09%8394 TRAFFIC CONTROL AND PROTECTION
=3 SIGNING AND THE WORK ZONE, A SINGLE HEADED ARROW (M6-1) SHALL L AAMMAC FOR
83 . i J. OBERLE 10/18/95
82 % BE USED IN LIEY OF THE DOUBLE HEADED ARROW (MG-4). A THOUSER 103706796 L
53585 ; . SIDE ROADS, INTERSECTIONS, AND I
$283 ; A, HOUSEH 110/15/96
i | T. RAMMACHER | 01/06/00 DRIVEWAYS
i
HEES
ggag SCALEs NONE DRAWN BY
iyt .
§§u3.§ . CHECKED BY
: TC-10
COPYRIGHT © 2008 ENGINEERING ENTERPRISES, INC.

. . - DATE: MAY 2008
Eé‘éﬁﬁﬁﬁ;’;"lﬁaﬁgéﬁipr ises, Inc. VILLAGE OF SUGAR GROVE HANKES ROAD LAPP RESURFACING TRAFFIC CONTROL AND PROTECTION eoicerve: SG0826 |
22 WheGe‘er R?’?<i . 60554 10 MUNICIPAL DRIVE 2| 07/16/08 | PER IDOT COMMENTS FOR SIDE ROADS, INTERSECTIONS, FILE NO: SGOB26—-CVR

one: (630) 466 SUGAR GROVE, IL 60554 1| 07/01/08 |PER IDOT COMMENTS AND DRIVEWAYS -TC-10
Phone: (630) 466—9350 ] NO. DATE REVISIONS SHEET 14 OF 17

ath: H: \SDSKPROJ\SGOB26 \DWG\DWG FINAL ENG\SG0826—CVR




